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TO ADD THE GALAXY BINARY CODE TO THE ORIGINAL NEGATIVE WHERE

REQUIRED, PROVIDED THAT ITS APPLICATION CONFORMS TO THE FOLLOWIN%
é }'EB ‘uuf

REQUIREMENTS. IR
2. J-SYSTEM REQUIREMENTS
A. THE BINARY CODE MUST BE LOCATED WITHIN THE CONFINES e

OF THE HORIZON BLOCK SPACING BETWEEN PANORAMIC FRAMES. THIS ,M,j:,w~

IS NECESSARY SO THAT THE CODE DOES NOT OBSCURE ANY INFORMATION ﬂw»;ji )

PRESENT IN THE EORDER ALONG THE PANORAMIC FORMAT. -Q;"”
B. THE BINARY CODE, IN THE LOCATION DESCRIEED ABOVE, NMUST, &= -~ j",,,f

NOT INTERFERE WITH THE PRESENT HETHOD OF CROSS FRAME TITLING. JALOE RO

THE CROSS FRAME TITLING ALSO OCCUPIES A PORTION OF THE CLEAR —

AREA ADJACENT TO THE HORIZON FORMAT. IF NECESSARY TO CHANGE

TITLING OR ABBREVIATE TITLING, PLEASE ADVISE.
L
C. A SEPARATION OF AT LEAST 2.65 INCH MUST EE MAINTAINED
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BETWEEN THE INTER-FRAME EXTREME OF THE EINARY CODE AND THE
CLOSEST HORIZON FIDUCIAL. A CLEARANCE OF %.1@ INCH IS PREFERRED.
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D. THE BINARY CODE #UST BE LACQUERED TO PREVENT FLAKING.

Se SYSTEM REQUIREMENTS:

A. THE BINARY CODE MUST NOT EXTEND INTO THE FORMAT AREA.

B, THE CODE MUST NOT INTE%{FERE WITH PRESENT TITLING
SPECIFICATIONS OR LOCATION OF THE REQUIRED INDEX NUMBER AND MARK .
IT IS RECOMMENDED THAT THE BINARY CODE BE ADDED AFTER TITLING

HAS BEEN ACCOMPLISHED.
C. THE BINARY CODE TITLING PIGMENT ¥UST BE LACQUERED T0

PREVENT FLAKING.
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